ODH CONTROL MEASURES
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KEY TO ODH CONTROL MEASURES

1. Warning Signs - ODH signs shall be posted to warn potentially exposed individuals. See your ES&H Coordinator for signs. 

2. Ventilation - The minimum ventilation rate during occupancy should be at least one volume change per hour.  This may be accomplished by any reliable means.

3. Medical Approval as ODH-Qualified - These precautions shall only apply to individuals who have been classified as ODH-qualified by the Occupational Medical Clinic (OMC).

4. ODH Training - Individuals shall receive training in oxygen deficiency hazards and safety measures associated with the operation.  Annual retraining shall be required.  Training is the responsibility of the Department/Division in charge of operations.

5. Personal Oxygen Monitor - The Department/Division issuing personal oxygen monitors is responsible for having a program in place to insure that they are in compliance with this policy.  

· Personal oxygen monitors shall not be used beyond the date they are due for re-calibration. If past due, the monitor shall be returned to the individual or organization that issued it to arrange for re-calibration. 

· Each monitor shall have a unique identifying number and a sticker indicating the date due for calibration. The date is to be the last day of the month indicated on the calibration sticker. 

· An ODH-qualified individual using a personal oxygen monitor is responsible for inspecting the calibration sticker on the monitor before use and insuring that it is not past due for calibration.  

· An ODH-qualified escort is responsible for insuring that the personal oxygen monitor(s) of those being escorted are not past due for calibration. 

6. Self-Rescue Supplied Atmosphere Respirator - Individuals shall have ready access to self-rescue supplied atmosphere respirators during the operation unless this requirement was found inappropriate in the risk analysis.

7. Multiple Personnel in Communication - More than one individual shall be present; all of who shall meet requirement (3), (4), and (5) above.

8. Unexposed Observer - All personnel engaged in the operation shall be in continuous communication with an observer who cannot be exposed to an oxygen deficiency.  The purpose of the observer shall be to summon the Fire/Rescue Group in case of need.

9. Self-Contained Breathing Apparatus - Individuals shall be wearing a self-contained breathing apparatus (SCBA) during the operation.  Prior designation as medically fit to wear an SCBA by the OMC is required before training in SCBA.
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